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CFTV QuickWrap™

Insulate

Seal

Protect

Heat Shrink Wraparound Sleeve

Heat shrink wraparound sleeve with adhesive for complete environmental sealing without the 
need for disconnection.  Ideal for the protection of housing to housing connectors, retrofit 
protection of exposed connectors and the repair of damaged cable or fiber

Features and Benefits
Shrink ratio: 3:1•	
Fast and simple installation without interruption of service•	
Repair squirrel damaged cable•	
Proven CANUSA CFTV adhesive ensures an absolutely waterproof seal•	
Selective strippability to meet CATV industry specifications•	
Minimal heat required to produce error free installation without splitting•	
Thermochromatic lines that change colour upon correct shrink temperature•	
CFTV QuickWrap™ can be cut to size in field to suit application•	
Continuous operating temperature: -55°C to 110°C•	

Typical Applications
Repair damaged cable and fiber•	
Retrofit protection of connectors without disconnecting•	

>3:1
Shrink Ratio
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All information contained in this data sheet is believed to be reliable.  We advise, however, that customers should separately evaluate the suitability of our products for their particular application.  DSG-Canusa and ShawCor give no guarantees in respect of the accuracy or sufficiency of the information 
presented and disclaim any liability regarding its use.  Our responsibilities are only those listed in our Standard Terms and Conditions of Sale for these products.  In no instance will we be liable for any eventual, indirect or consequential damage or damages arising from the sale, resale, transfer, use or misuse 
of the product.

CFTV QuickWrap™

Installation Notes
CFTV QuickWrap™ is a one size fits all solution that can accommodate all sizes of cable and connectors.  CFTV •	
QuickWrap™ can be cut to length and width in the field to fit the specific application.  Simply wrap CFTV Quick-
Wrap™ around the cable or connector, ensuring adequate overlap, and then firmly apply the closure to hold CFTV 
QuickWrap™ together during the heat shrinking process.  Please refer to the installation instructions included with 
each CFTV QuickWrap™ for more detailed information.

Ordering
Please specify the product name plus the options you require.•	
Order Example: CFTV QuickWrap™, 1, 36 in length•	

Please contact your Customer Service Representative for information on custom sizes and lengths.

Heat Shrink Wraparound Sleeve

Dimensions
Order 

Number Length Width

Expanded Internal Diameter 
(max.) D

Recovered Internal 
Diameter (max.) d

Recovered Wall Thickness 
(nom.) W

in mm in mm in mm in mm in mm

1 36 914 7 178 1.7 43 0.55 14 0.06 1.5

2 9 229 7 178 1.7 43 0.55 14 0.06 1.5


